AUTOMATIC ZIG-ZAG SEWING MACHINE 
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Sears, Roebuck and Co 
i 


Dear Homemaker: 


This booklet has been written for ypu. to belp 
you use and enjoy fully your KENWORE Automatic 


Zigzag Sewing Wachine. 


We urge you to resd pp. 2-18 before using your 
machine. This section explains the operation 

of the special controls thst allow you to do 
many tedicus tasks automatically. The following 
pages offer suggestionm and instructions for 
Specific ornamental and tise saving operations 
Ses р. 11 before using the automatic ratterrs or 


zigzag stitch. 

We feel the KENMORE Automatic Zigzag Sewing 
Machine im the finest of its kind and we are 
happy to offer help with any questions you may 
have regarding the machine. 

Sincerely, 


ics Laboratory 


Department 817 
Seara, Roebuck and Co. 


Chicago 7, Illinois 


Jean Shaw, Director 
Home Econom: 
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INSTALLING. MACHINE HEAD 


Loosen the two hinge screws under holes ја the rear 


edge of the machine bed 
Raise binge pink in the cuto 


Slip machine head onto the pios and tighten hinge 
screws securely 


Lower machine head to front Гр. 


SEWING LIGHT 


Tbe sewing th 9 e the face 
£ 
sees the эстер 


covet 


plate as м : 
only. Ic ma 
c loc k pe 


off turning light 
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To change 
ing it 
remove, 


CONNECTING. MACHINE 
Push the plug onto three 


machine motor, 

Plug machine cord into а 1 
When installed io. 
in hole in bedplate 


NEEDLE AND THREAD TABLE 


mese STRAIGHT 
THREAD SIZE ил STITCH FABRIC 
— LENGTH 


aie be Sheer corrons, silks, and 
Nylon / parum 
silk A pus pu 


Fine laces 
Machine er 


‘Catron "= Eight to medium weight 
Metcerised a = 

ХБА Á Light ro medium weight 
Sik A weight nylons 
Machine embroidery Light weight woolens 
Comos Heavy weight corrons 
Merceriaed 5 Medium ro heavy weight 
Mercerised heavy 

n ry fabrics 
Totoo Huuviase corona ac Тог 


work €lothes 
Meuviesr woolen coating 


NEEDLE SIZE 


Ve Keamsy needles, The wee of the needle should 
oniŵrm to vico ot the theead und boeh should be suie 
able to the material THe wine dae thread should be used 
in the bobbin as on the upper parr of the machine for 
vedinacy sewing 

Never use а bear needie úz ong with 4 blune point. 


| REMOVING BOBBIN CASE FROM SHUTTLE 
| 


WINDING THE BOBBIN 


INSERTING BOBBIN INTO BOBBIN CASE 


o Guide bobbin onto center р 


Ө Full thread thro 
O рш! thread under tension spr 
o Position сазе into 


CASE INTO SHUTTLE 
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THREADING UPPER MACHINE 


ШЇ y 


BIN THREAD 


PICKING UP 


Raise presser foot lever. 
Hold needle thread ooweir in left haod and rotate 
hand wheel toward you oot complete turn 


Bring bobbin thresd wp by pulling apper thread 


See illustrati 


Place threads back Ber preseer (oot. 


ADJUSTING THE PRESSURE OF THE PRESSER FOOT 


Push down latch of presses foot kaob, (Sew iorra 


tion). This will releser preseute of presser (onn. To 
increase pressure, push dos ' й гор z — 


foot knob until suitable presenta is abra 


SETTING Tuto stitch leugth regulator dial to the desir 
STITCH FTIR 0 e 
LENGTH әб ae ws és 


REVERSE i 
STITCHING seeing and list, 


» 
” 
E 


ln з bo t «da € E back nder the 
"hl aser foot, Lower needle into facric about ty inch 
MC FASTENING t : of se sh button R and stitch 
y * 4 : an < ^ = ° beginning of seam 
Rn = T button R and sew 

ny ompleted seam 


ADJUSTING 


PROBLEM 


[2] Upper thread too tight 


Fig. 2 


e Upper thread teo lone 


TENSIONS 


REMEDY 


INCREASE TENSION 


Turn Clockwise. 


DECREASE TENSION 


Turn Counter 
Clockwise. 


INSERTING AND REMOYING THE MATERIAL 


TURNING A CORNER 


Stop sewing machine and meke sure needie ìs 
in fabric. Raise presser foot. Turn fabric to 


desired direction and go og with stitch 


DROP FEED CONTROL 


This knob i situated on tight frone ai 
machine bed. When knob is tuened to the 


LEFT. feed dog does not pult materi This 


allows the operatore freedom vi movement of 
material, Nor regular sewing, tuen knob to 
me RIGHT. 


DARNING 


WITH PRESSER FOOT: 


Turn feed dog control to LEFT, 


Press down lutch of presser foot kaab, me F 
mending, darniog, monogram work, erc. may 
Stretch fabric tightly between two spring t^ 
Lower presser bar so thresd will have some te 
fabric buck und forth to cover derning stes 7 
tight-ungles to the previous stirching. Alw 
muke any length stitches desired. Slow 
stitches. Fast movement will make long 
When you finish darning, raise presser foot з 
general sewing by pressing down round top « 


WITHOUT PRESSR FOOT: 


Me 
2. 


5. 
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Turn feed dog control to LEFT. 


Remove presser foot, 
Proceed as directed under steps 3 and 4 shove 


When you Finish darning, raise the presser bar and 


Replace presser foot. 


CHANGING THE ATTACHMENT FOOT 


The various atrachaent feee available for 
certain kinds of work are to be fastened to 
the pet bur. To attach the fest, raise the 
presser bar to its highest position by raising 
the premer loot lever, Loosen the presser loot 
thomb screw, choose the proper four, insert 
Frum the front, Tighten the screw using the 
large wrew driver and nake sure that the 


foot fs secure, 
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ZIG ZAG CONTROL 


SETTING STITCH WIDTH 


More stitch width control to the desired position 
between E end 
Zigzag 


the stitch width indicacor plate 


ses from | to &. Straight 


stitching is p le only with control or 


e. 
LOCKING STITCH WIDTH | 


Loosen the мис} 


screw so as tO hold the ar 


position. Tighten lock screws (itiml 


AUTOMATIC DECORATIVE STITCHING 


This machine can sew bexurifal decorative and em- 
broidery stitches by means of various discs 
with the machine. The movements of the veedie 
are controlled by the dise. 


applied 


The stitch length specified is for ап average pattero 
of decorative sewing, When w looser of tighter 


partera of 


inching is preferred, it їз achieved by 


setting the stitch lengih to a shar 


or longer stitch 


to awit your preference 


INSERTING. THE DISC 


Y Push stiteh width control lover vo the fight and 


keep @ there during imwrnon 


2. Pull Automatic Decorating Seinch Mechanism 
open. Gresp knob of pattern disc and эйр disc 
onto the shaft, Turn dim ylighsly until it shpa 
down «nd the romining pin enters hole in dis. 


Y Melesse stich width control lover 


AUTOMATIC DECORATIVE STITCH VARIATIONS 


AUTOMATIC 
DECORATIVE 
STITCH 

VARIATIONS 


Stitch width o 


Stitch length la 
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AUTOMATIC 
DECORATIVE 
STITCH 

VARIATIONS 


Stitch width © 


Seiteh length i 


AUTOMATIC DECORATIVE STITCH VARIATIONS 


AUTOMATIC 


osc no ー 
DECORATIVE DEG NO. 
STITCH osc wo e 
VARIATIONS Disc чо 7 


Stitch width о 


Stitch length tig ose na чз 
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AUTOMATIC DECORATIVE STITCH VARIATIONS 
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REMOVING LINT 


"Turn hund wheel toward you until 
needle :s at its highest position 
Remove bobbin and bobbin case 
Push buttons | A; sideways. 
Remove shuttle race cover В 
Then pull out shurrle (C) by gras- 
ping axle. 

Remove accumulated line and 
rhreuds from all parts of shuttle 
race, 

Replace shuttle in ruce body. with 
axle facing out, forming a perfect 
circle with driver (D), 

Replace shuttle race cover (B 
then insert bobbin and bobhin case 
Do not artempt ro force any of 
the above operation. 

Occasionally remove the needle 
plate and clean feed dog with a 
soft brush. 


OILING MACHINE 


e to oil 
ta cated at top or 
lt can be raken 


as ith both hands. 
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Light pressure on presser foot, 

кыЛ different sues e 
thread, 

Bent or blunt needle. 

Loose presser foot. 

Fabric too sheer oc too solt, 


Choose correct ure stede fr Civesd 2nd fabric (page 3 
Кемеге machine (Page 3). 

Таен upper threes fernen page 12. 

Os nat ре! fabric; guide ?* gertìy, 

leere が で は で on presser fos! (page 10). 

Жері presse Soot page IT). 

Rewind bebo (sage 7 

Do eet pell (bc; quite И genti. 

Cheese cwrect sue mentia Cm 1004 and fabrik (page 3 
Reset cnt (page $. 

Reset premer feet page $7). 


Drew both tres bach soso presser fost (pate 10 
Rane teed dog. 
Reset (мем tension ao (page 12, 13). 


legese premere on presser tout pago 18 
Upper thread and Bobbin threes vpo d be some sus sod de 
Insert new mendie (page 5). 


Reret presser 1001 (page 17). 
Use underioy of fissat pape es tarleten whan stitching. 


WHAT TO DO 


PROBABLE CAUSE CORRECTION 
incorrect size node. Choose correct size meede fer throed and fabric (page 5), 
Sw Bent or dunt needle: Insert new neede оры? 3 
rn Incorrect setting of neodim eset needle (page 5 
Tight upper thread tension, Loosen upger thread tección (page 12). 
Light pressure om presser lont, Increase pressure Фа presser foot page TI. 
Starting with take-up lever in 
iow patton, Tahr-un lever mast be in Mghes! position when starting to sew, 
Starting to «titoh too Bat. Start lo stitch at a medium spend 
LR LI Improper threading. Rathread machine (page 9. 
Lo] Tight upper thread tension, Loosen upper throad tension (page II 
Incorrect «ire nesdie, Choose correct size 200010 to trend and fabric (page 5). 
Sharp eye in needle, Insert new nahe (page $>. 
improper Dobbin vara (reading. Check addin case theading (page E. 
T Кыш Tight punon: thread) tension, Loosen bo6eip thread tensión page 13). 
Phew 
Kine nr ровон сиде OF hutti, Clean bobbin case and shuttle (page 24). 
Нени dug nwn, Raisa feed dog. 
de ña me Light pewunut un genaue Îuat. Increase etawed om presset fool (page 105. 
ee T 
5 isu tuted under fabro, "НМ tath иа Bath эми ише 1001 оге beginning to 
Waghine minning ПТ Т ЛАЛ Disassemblo sad chan 1280100 (page 24), 


7" KENMORE 


A great name in peeing machines y 
and continuing service mo matte whe 


with 
GENUINE SEARS PARTS 
FACTORY APPROVED METHODS 
EXPERTLY TRAINED MEN 
To coat t 
JUST PHONE . WRITE » С WIRE 
Your nearest 
RETAIL STORE. CATALOG SALE УЕ 
OR MAIL ORDER HOUSE 
Please be sure t ' 
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